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HIGHLY REGULATED

C1.1 
P O W E R  U N I T

Specifications

  U.S. EPA Tier 4 Final 
Engine Configuration  .  .  .  In-Line 3, Diesel
Bore x Stroke  .  .  .  .  .  .  .  .  .  .  77 x 81 mm (3 .0 x 3 .2 in)
Displacement  .  .  .  .  .  .  .  .  .  .  1 .1 liters (69 in3)
Ship Weight  .  .  .  .  .  .  .  .  .  .  .  129 kg (284 lbs)

Approximate Dimensions: 
Length  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  778 mm (30 .6 in)
Width  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  438 mm (17 .2 in)
Height  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  730 mm (28 .7 in)

 C Rating 
 (Intermittent) 
 bkW bhp rpm 
NA
 14 .4 19 .3 2200

C1.1 U.S. EPA Tier 4 
Final Ratings 

U .S . EPA Tier 4 Final Nonroad emission standards . Nonroad engines less than 19 bkW  
(25 bhp) are not currently subject to EU emission standards .

C1.1 Ratings 

Available for Europe and, depending on 
applicable emission standards, may be 
introduced in other regulated areas . 

 C Rating 
 (Intermittent) 
 bkW bhp rpm 
NA
 19 .7 26 .4 3000


