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HIGHLY REGULATED

C3.4B 
E N G I N E

  U.S. EPA Tier 4 Final,
  EU Stage IIIB 
  < 56 bkW (75 bhp)
Engine Configuration  .  .  .  In-Line 4, Diesel
Bore x Stroke  .  .  .  .  .  .  .  .  .  .  99 x 110 mm (3 .9 x 4 .3 in)
Displacement  .  .  .  .  .  .  .  .  .  .  3 .4 liters (207 .5 in3) 
Ship Weight  .  .  .  .  .  .  .  .  .  .  .  251 kg (553 .4 lbs) (T)

Approximate Dimensions: 
Length  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  610 mm (24 in)
Width  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  662 mm (26 .1 in)
Height  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  822 mm (32 .4 in)

Specifications

U .S . EPA Tier 4 Final, EU Stage IIIB Nonroad emission standards

 C Rating
 (Intermittent)
T bkW bhp rpm
 45 .0 60 .3 2200
 47 .0 63 .0 2500
 50 .0 67 .0 2200
 55 .4 74 .3 2200 & 2500

U.S. EPA Tier 4 Final, EU Stage IIIB Ratings


