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C13 ACERT 
E N G I N E

HIGHLY REGULATED

Specifications
     U.S. EPA Tier 4 
  U.S. EPA Tier 4 Final,   Interim Equivalent,
  EU Stage IV  EU Stage IIIB Equivalent
Engine Configuration  .  .  .  In-Line 6, Diesel  .  .  .  .  .  .  .  .  .  .  .  .  In-Line 6, Diesel
Bore x Stroke  .  .  .  .  .  .  .  .  .  .  130 x 157 mm (5 .1 x 6 .2 in)  .  .  .  130 x 157 mm (5 .1 x 6 .2 in) 
Displacement  .  .  .  .  .  .  .  .  .  .  12 .5 liters (762 .8 in3)   .  .  .  .  .  .  .  .  12 .5 liters (762 .8 in3) 
Ship Weight  .  .  .  .  .  .  .  .  .  .  .  1143 kg (2520 lbs)  .  .  .  .  .  .  .  .  .  .  .  1350 kg (2976 lbs)

Approximate Dimensions:
Length  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  1274 mm (50 in)   .  .  .  .  .  .  .  .  .  .  .  .  1274 mm (50 in)
Width  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  994 mm (39 in)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  975 mm (38 in) 
Height  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  1134 mm (45 in)  .  .  .  .  .  .  .  .  .  .  .  .  1191 mm (47 in)

U.S. EPA Tier 4 Interim Equivalent, EU Stage IIIB 
Equivalent Ratings
 A Rating B Rating C Rating D Rating E Rating
 (Continuous)  (Intermittent)
 bkW bhp rpm bkW  bhp rpm bkW  bhp rpm bkW  bhp rpm bkW  bhp rpm
TA (ATAAC)
 287 385  1800- 309 415  1800- 328 440  1800- 354 475  1800- 388 520  1800-
   2100   2100   2100   2100   2100

U.S. EPA Tier 4 Final, EU Stage IV Ratings
 A Rating B Rating C Rating D Rating E Rating
 (Continuous)  (Intermittent)
 bkW bhp rpm bkW  bhp rpm bkW  bhp rpm bkW  bhp rpm bkW  bhp rpm
TA (ATAAC)
 287 385  1800- 309 415  1800- 328 440  1800- 354 475  1800- 388 520  1800-
   2100   2100   2100   2100   2100

U .S . EPA Tier 4 Final, EU Stage IV Nonroad emission standards . U .S . EPA Tier 4 Interim 
equivalent and EU Stage IIIB equivalent ratings available using U .S . EPA and EU Flex 
provisions . 


