
REMOTE-D®

IntellIgent Power DIstrIbutIon unIt

 •  Protection of electronic equipment from random 
surges & High Amplitude spikes

 •  Comprehensive Power Management via ethernet 
with web browser or snMP

 •  Manage Individual output Power receptacles 
remotely

 •  Programmable turn on/off based on specific events

 •  event notification through snMP trap & email Alerts

 •   Detailed Data-logging for statistic Analysis & 
Diagnostics

 •  Double-layer security for Administrators & users

 •  optional Connectivity of Versatile sensors via 
environmental Monitoring Device (eMD)
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   TOSHIBA INDUSTRIAL PRODUCTS:
•	Uninterruptible	Power	Systems
•	Adjustable	Speed	Drives	
•	Motors	
•	Motor	Controls
•	Instrumentation	&	PLCs

REMOTE-D
RemOTe-D SPeCIFICATIONS

MODEL REMOtE-D 120 V REMOtE-D 230 V

INPUt
Voltage 120 V 230 V 

Voltage range 100 to 125 V 200 to 250 V

load Capacity 15 A 20 A

Frequency 50/60 Hz Auto-sensing

Input line Cord (6 ft.) neMA 5-15P IeC C14

OUtPUt
Voltage 120 V 230 V

Frequency 50/60 Hz Auto-sensing

rated Current 15 A 10 A

output receptacles eight neMA 5-15r eight IeC C13

COMMUNICAtION
network Protocol tCP/IP, uDP/IP, sntP, Dns, DHCP, sMtP, HttP, telnet

network security
snMPv1, ssl V3, ssH V1, & Multi-user secure Password 
Protection

PHYSICAL
Indication Input/output Power status Indicators

network Port 10/100 base-t rJ-45 network Connectivity

Digital Contacts two set event-Controlled Contacts

Dimensions (w x D x H) 17.2 x 10.6 x 1.73 in. (436 x 270 x 44 mm )

weight 8.4 lb (3.8 kg)

OPtION
environmental Monitoring Device Part #: rMtI-eMD-Ht

ENVIRONMENt
operating Ambient temperature 32˚ to 104˚F (0˚ to 40˚C)

recommended temperature 59˚ to 77˚F (15˚ to 25˚C)

Humidity 10% to 80% non-Condensed

CONFORMANCE
regulatory Approvals FCC Class A, ul listed in u.s. and Canada, & Ce 

WARRANtY one Year

Remote-D 120 V (Rear)Remote-D 230 V (Rear)

Remote-D Status Screen

Remote-D Log History Screen

Remote-D Management Screen

RemOTe-D CONFIGURATION

POweR mANAGemeNT


