LOCATION DE POMPES

\
|
CHEZ TOROMONT CAT

Ontario * Manitoba * Nunavut ¢ Terre-Neuve-et-Labrador

Siége social ol est basée ’équipe spécialisée en location de pompes
268 Orenda Rd * Brampton, ON L6T 1E9

1-844-786-7365 (1-844-PUMP-365)

LIGNE D’'ASSISTANCE 24/24, 7/7 POUR LA LOCATION

Pour les pompes Gorman-Rupp, génératrices Cat, appareils de climatisation et plus encore

1-866-667-5544

Appelez-nous ou écrivez-nous a I’adresse courriel pumpsystems@toromont.com
Notre équipe se fera un plaisir de vous aider!

Systemes de Pompes

[ TOROMONT
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Specification Data Sec. 130

AUGUST 2014

Electric Motor Driven

CR Submersible Pump

GURMAN PP Model S4E1-E20 SD -
PUMPS i Ganada BRI

. L
Size 4

PUMP SPECIFICATIONS

Diffuser: Aluminum Alloy 356-T6 W/Urethane Bonded Lining.

Impeller: G-R Hard Iron.

Adjustable Suction Head: Aluminum Alloy 356-T6 W/Urethane Bonded Lining.
Maximum Operating Pressure 175 psi (1206 kPa).*

Seal Plate: Aluminum Alloy 356-T6 W/Urethane Bonded Lining.

Intermediate: Aluminum Alloy 356-T6.

Pump Casing: Aluminum Alloy 6061-T6 W/Chromicoat.

Motor Housing: Aluminum Alloy 356-T6.

Motor Shaft: Stainless Steel 416.

Shaft Sleeve: Stainless Steel 304.

Bearings: Upper,Two Synthetic Seals, Single Row Ball Bearing.

Lower, Two Shields, Double Row Ball Bearing.

Discharge Flange: Aluminum Alloy 356-T6.

Gaskets: Cork with Nitrile Binder (NC710).

O-Rings: Buna-N.

Wetted Hardware: Standard Plated Steel and Stainless Steel.

Strainer: Urethane Coated Steel; 50.6% Open Area,
0.375” (9,5 mm ) Diameter Openings.

Hoisting Bail: Urethane Coated Steel.

Standard Equipment

NEMA Type 3R Rainproof Control Box. (See Section 130, Page 90.)
Provides On-Off, Circuit Breaker and Motor Overload Protection.

Optional Equipment

Liquid Level Control: (See Sec. 130, Page 150.)
a. Turtle Type Pressure Activated Level Switch.
b. Float Activated Level Switch.

Staging Adapter Kit.

MOTOR/CABLE SPECIFICATIONS

Motor: Air Filled Enclosure with Thermal Overload Protection; 20 H.P; 3450 R.PM.
Three Phase: 460/575 Volt, 60 Hz, 26/20.8 Full Load AMPS, 19 kW (Max.) - -

Power Cable: 9 Wire; Type SPC; (3) 8 AWG. Power Conductors, (1) 6 AWG. Ground Do not use in explosive atmosphere or for pump
Conductor, (4) 14 AWG. Control Conductors and (1) 8 AWG. Ground Check. [RUERACIRIEINIUEITRIT TS
Nominal Length 50 Feet (15 m) Standard.
(Specify Alternate Length at Time of Order.)

Recommended Generator Size:60 kW Across the Line Start.
40 kW for Reduced Voltage Starting.

* Consult Factory for Applications Exceeding Maximum
Pressure and/or Temperature Indicated.

HOISTING BAIL

DISCHARGE
FLANGE

TERMINAL HOUSING
AND CABLE ASSEMBLY
BALL BEARING
TERMINAL PLATE

ASSEMBLY

—— STATOR
SEAL SPECIFICATIONS

Tandem, Oil Lubricated.
| _— ROTOR AND

SHAFT Upper Seal: Type 21, Mechanical. Carbon Rotating Face.
BALL BEARING Ni-Resist Stationary Face. Fluorocarbon Elastomers
(DuPont Vitone or Equivalent). Stainless Steel 18-8

% SEAL ASSEMBLIES Cage and Spring.

IMPELLER Lower Seal: Type 2, Mechanical. Tungsten Titanium
Carbide Rotating Face and Silicon Carbide Stationary
Face. Fluorocarbon Elastomers (DuPont Viton® or

MOTOR HOUSING \ .
CASING \

SEAL PLATE -

INTERMEDIATE

STRAINER Equivalent). Stainless Steel 303/304 Cage and Spring.
DIFFUSER ADJUSTABLE ) o
SUCTION HEAD Maximum Temperature of Liquid Pumped, 122°F (50°C).*
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Specification Data

SECTION 130, PAGE 1080C

APPROXIMATE

DIMENSIONS and WEIGHTS

PUMP & CABLE NET WEIGHT:
GROSS SHIPPING WEIGHT:
EXPORT CRATE:

305 LBS. (138,3 KG
380 LBS. (172,4 KG

)
12 CU. FT. (0,34 CU. M:;

2.53

2.53
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